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LRM800 Refractory Pan Mixer  

Description: 

LRM800 Refractory Pan Mixer is the most efficient and productive mixer for refractory 

castables. It is reinforced with bolt in high wear resistance steel drum liners, making the 

refractory pan mixer the most durable refractory mixers on the market. The unique paddle 

design is exclusive to LEADCRETE. The paddles are oriented vertically to forcibly cut through 

material. Durable mixing blades allow for uniform mixing. Usually, work with wet refractory 

spraying pump to finish refractory installing. 

 

 

 

 

 

 

 

 

 

 

 

Feature: 

★ Operators platform with safety rails and ladder; 

★ Fast mixing speed and homogeneous; 

★ Equipped with high pressure water washer device, easy to clean; 

★ Easy to move, equipped with forklift hole; 

★ Manual discharge door, Hydraulic discharge door for option; 

★ Soft start device protecting motor. 
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Specification 

 

Model LRM800 

Mixing Capacity 800L 

Rotate Speed 39rpm 

Motor Power 18.5Kw 

Feeding Height 2350mm 

Dimensions 2800x1880x2640mm 

Weight 1350kg 

 

Product Display 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Soft Start to protect electric motor High Pressure Water Washer Device 

Bolt in hardened steel drum liners Limit switch for protecting operator 
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Mixing Effect 
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